NAVSHI PREPFAC YOKOSUKA
LOCAL STANDARD | TEM

FY-01
| TEM NO 099-11YO
DATE: 01 JUL 2000
CATEGORY: |

1. SCOPE:
1.1 Title: Insulation and Laggi ng Requirenents; acconplish

2. REFERENCES:

a. NAVSHI PREPFAC Yokosuka Local Standard |tens

b. NAVSHI PREPFACI NST 5100. 8, Qccupational Safety and Health
(GCsH) Program Manual

C. M L- STD- 769, Thermal Insul ation Requi renents for
Machi nery and Pi pi ng

d. OPNAVI NST 5100. 23, Navy Qccupational Safety and Health
Pr ogr am Manua

e. 804-5959212, Surface Ship Machinery Insulation -
Installation Details

f. 804-5959214, Piping Insulation-lInstallation Details

g. 804-5773931, Insulation for Conpartnents, Acoustic and
Thermal Installation Details

h. 804-5773932, Insulation for Ducts, Acoustic and Ther nal
Install ation Details

i 4823- C- 3160935, Fasteners for Insulation and Laggi ng
3. REQUI REMENTS:

3.1 Renpve existing insulation, |agging, and reusable covers
in accordance with 2.b.

3.1.1 Acconplish the requirements of 099-09YO of 2.a.

3.1.2 Consider the insulation and | agging to be
asbest os-containing material (ACM, until it can be established by
| aboratory anal ysis or visual inspection of markings (red tinted
adhesive, red dyed cloth, stenciling or nmetal -affixed tag on
| aggi ng), that the material does not contain asbestos. A
| aborat ory anal ysis shall be conducted at the junction of marked
and unmarked nmaterial to ensure proper control of ACM This
i ncl udes reusabl e covers as defined in 2.c.
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3.1.3 Al ACM handling shall be acconplished by
certified personnel in accordance with Chapter 17 of 2.d.

3.1.4 Submt a report listing results of the visual
i nspection for the existing insulation and | aggi ng to NAVSH PREPFAC
Cccupational Safety and Health O fice, Code 120 with Contractors
Thermal I nsul ation Renpval |nfornmation Sheet [SRF 5100/ 58(7-90)]
for Contractor use and Pre-Planni ng for Asbestos/
Non- Asbest os I nsul ati on Renpval Operation [ SRF Yokosuka 5100/ 45
(Rev 4-89)] for In-House use. Include a copy of the first page of
the Job Order.

3.1.4.1 1In the event that the insulation or
| aggi ng material cannot be identified by the visual inspection,
deliver a sanple of the existing insulation or lagging to
NAVSHI PREPFAC Cccupati onal Safety and Health O fice, Code 120.

3.1.5 Provide the personal protection equipnment in
accordance with Chapters 17 and 26 of 2.d.

3.1.6 Renpved asbestos waste shall be placed in red
poly bags doubl ed, goosenecked and sealed with tape in the work
pl ace and di sposed of in the white asbestos container provided by
NAVSHI PREPFAC.

3.1.7 Renoved fibrous glass, calciumsilicate, m neral
wool and ot her non-asbestos insul ation waste and scrap shall be
pl aced in clear plastic bags, warning | abels attached, placed again
in second bags, tw sted tops, and sealed with tapes.

3.1.8 Do not acconplish other routine work in the space
or conpartnent where asbestos insulation and | agging are renoved,
until these have been certified free of asbestos by NAVSH PREPFAC
Cccupational Safety and Health O fice, Code 120.

3.2 Install newinsulation, |agging, and reusable covers in
accordance with 2.c¢c and 2.e through 2. h.

3.2.1 Use of ceramc fiber insulation conformng to
M L-1-23128, elastoneric foamconformng to ML-P-15280 and
pol yphosphazene conformng to ML-1-24703 are not pernmitted.

3.2.2 Install Armstrong NH Arnflex or K-Flex ECO, on
anti-sweat and refrigeration systens that have an operating
tenperature range of minus 20 degrees to 180 degrees Fahrenheit, in
accordance with Electric Boat Specification No. 4013 (Anti-Sweat
and Refrigeration Systens).

3.2.2.1 Adhesive shall conformto Arnmstrong 520
or Robatex 373.

3.2.2.2 Install rewettable fibrous glass cloth
| aggi ng conformng to ML-C- 20079, Type I, Cass 6 or 8, in high
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traffic areas.

3.2.3 Uilize Polyimde foaminsulation conformng to
DOD- 1 - 24688 for piping and machi nery systens ot her than systens
listed in 3.2.2, and with a maxi num operati ng tenperature of 370
degrees Fahrenheit.

3.2.4 Acconplish the requirenents of 099-12YO of 2.a
for studs of the conpartnent insulation.

3.2.5 Acconplish the requirenments of 099-32YO of 2.a
for surfaces to be insul at ed.

3.2.6 Apply red tinted adhesive conformng to
M L-A-3316, Class One, Gade B or red dyed fiberglass cloth
conformng to ML-C 20079 over newy insul ated surfaces, except
i nsul ation for conpartnents and ducts.

3.2.6.1 Take precautions to preclude application
of red tinted adhesive or red dyed fiberglass cloth beyond
boundaries of newly installed insulation and | agging to prevent
erroneous identification of the existing insulation and | aggi ng.

3.2.6.2 Install one-half inch mninmmw dth
stainl ess steel bands to the outer covering of the insulation to
identify asbestos-free boundaries on piping.

3.2.7 Secure reusable covers |acing washers with
copper, brass or soft steel gal vanized wire through |acing hooks,
using 2.i for guidance, and identify the reusable covers with
al um numtags on which red letters, ASBESTCS- FREE, are printed,
except insulation for conpartnents and ducts.

3.2.7.1 Stanp the surface of the |acing washers
on the reusable cover with letters, NO AB, |ocated close to the
outer edge of the washer and visible when the reusable cover is
i nstall ed.

3.3 Acconplish the requirenents of 099-32YO of 2.a for new
i nsul ation, |agging, and reusable covers to match surroundi ng
ar eas.

4, NOTES:
4.1 Known source for Electric Boat Specification No. 4013:

Gener al Dynam cs Conpany
Dept. 447 Material Services
Attn: K Hanmler

75 Eastern Point Road
Groton, CT 06340-4899

Tel : 860-433-2373
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4.2 Known source for rewettable fibrous glass cloth |agging:

BGF | ndustries, |nc.
3802 Robert Porcher Way
G eensboro, NC 27410
Tel : 800-925-1961

Fax: 910-545-0233
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